NOTES:
1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.
2. 1/2" P.E. TUBING PROVIDED LOOSE.
3. D1C ORDERED SEPARATELY.
4. OPTIONAL POWER CORD AVAILABLE.
5. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.
2. 1/2" P.E. TUBING PROVIDED LOOSE.
3. D1C ORDERED SEPARATELY.
4. OPTIONAL POWER CORD AVAILABLE.
5. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

- 1/2" STRAIGHT JACO TUBE FITTING
- PRODUCT INLET
- 1/2" STRAIGHT JACO TUBE FITTING
- PRODUCT OUTLET
- 1/2" PVC/VITON BALL VALVE
- 1/4" PVC LABCOCK
- 1/2" SKT PVC TEE
- 1/2" X 1/4" PVC REDUCER
- 1/2" SCHR 80 PVC ELBOW
- 1/2" SCHR 80 PVC ELBOW
- 1" COUNTER BORE, 1/4" DEEP
- 1/2" TAB HOLE
- 4 PLACES TYP.
- 1/2" PNFT X SCHR 80 PVC ELBOW
- 1/2" PNFT PVC/GLOBE VALVE
- 1/2" PNFT PVC/RED.

FRONT VIEW

SIDE VIEW

ISOMETRIC VIEW