NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/4" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. INLET AND OUTLET SHALL BE 3/8" TUBE FITTING. QTY. OF 30 FT. OF 3/8" PE TUBING TO SHIP LOOSE WITH PANEL.

3. SENSORS, DGMA & DIC TO BE ORDERED SEPARATELY.

4. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

**Detailed Diagram:**

- **D1C Controller**
- **Product Inlet**
- **Flow Module (Flow Meter Optional)**
- **DGMA Probe Holder**
- **Bubble Dispenser**
- **PVC Sample Port**
- **Quick Start Guide**
- **Sensor (Specify PPM Range as Necessary)**
- **3/8" OD Tubing Connector**

**Notes:**

1. ALL PIPING AND FITTINGS SHALL BE 1/4" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. INLET AND OUTLET SHALL BE 3/8" TUBE FITTING. QTY. OF 30 FT. OF 3/8" PE TUBING TO SHIP LOOSE WITH PANEL.

3. SENSORS, DGMA & DIC TO BE ORDERED SEPARATELY.

4. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

**Specifications:**

- **D1C Controller**
- **Product Inlet**
- **Flow Module (Flow Meter Optional)**
- **DGMA Probe Holder**
- **Bubble Dispenser**
- **PVC Sample Port**
- **Quick Start Guide**
- **Sensor (Specify PPM Range as Necessary)**
- **3/8" OD Tubing Connector**