- Replace ball valves with Spears by ALS.
- Sensors, DMGA & D1C to be ordered separately.
- All dimensions are in inches and are shown for reference only.

**NOTES:**

1. All piping and fittings shall be 1/4" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.
2. Inlet and outlet shall be 3/8" tube fitting. Qty. 30 ft. of 3/8" PE tubing to ship loose with panel.
3. Sensors, DMGA & D1C to be ordered separately.
4. All dimensions are in inches and are shown for reference only.

**CUSTOMER:**

PROMINENT FLUID CONTROLS INC.

**TITLE:**

D1C PACKAGE W/ NEEDLE VALVE & PR

**DRAWING No:**

7744852

**PURCHASE ORDER No:**

7744852-200

**DATE:**

E 06/06/10

**UPDATED BACK PANEL**

**REVISIONS:**

D 12/09/09

**REMOVED TEXT**

ALS

C 10/15/09

**REPLACE BALL VALVES WITH SPEARS**

ALS

**DESCRIPTION:**

UPDATED BACK PANEL

**REV**

E

**DESCRIPTION:**

REMOVED TEXT

**REV**

ALS

**DESCRIPTION:**

REPLACE BALL VALVES WITH SPEARS

**REV**

ALS

---

**IPO:**

BLACK UV PROTECTED POLYPROPYLENE PANEL

**SAMPLE PORT:**

PVC

**FLOWMETER:**

OPTIONAL

**PLACEMENT:**

SAMPLE INLET

**POSITION:**

SAMPLE OUTLET

**NOTES:**

1. All piping and fittings shall be 1/4" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.
2. Inlet and outlet shall be 3/8" tube fitting. Qty. 30 ft. of 3/8" PE tubing to ship loose with panel.
3. Sensors, DMGA & D1C to be ordered separately.
4. All dimensions are in inches and are shown for reference only.