NOTES:
1. ALL PIPING AND FITTINGS SHALL BE 3/4" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.
2. CONTROLLER AND SENSORS ARE TO BE ORDERED SEPARATELY PER SALES ORDER.
3. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

- **3/4" PVC/VITON NPT BALL VALVE**
  - **Product Inlet**
  - **Product Outlet**

- **1/2" FNPT Injection Points**
  - **4 Typ.**

- **3/4" PVC/VITON CHECK VALVE**
- **3/4" CLEAR PVC/VITON WYE-STRAINER**
- **1/4" PVC/VITON SAMPLE PORT**
- **CORROSION RATE SENSOR**
  - **ORDERED SEPARATELY**
- **SST GROUND**
  - **2 Typ.**
- **COOLING TOWER CONTROLLER**
  - **ORDERED SEPARATELY**

**ISOMETRIC VIEW**

**SHOWN WITH SENSORS MOUNTED**

**NOTES:**
1. ALL PIPING AND FITTINGS SHALL BE 3/4" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.
2. CONTROLLER AND SENSORS ARE TO BE ORDERED SEPARATELY PER SALES ORDER.
3. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.