NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

<table>
<thead>
<tr>
<th>REVISIONS</th>
<th>DESCRIPTION</th>
<th>FIRST ISSUE</th>
<th>REV</th>
<th>DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>01/25/08</td>
<td>0</td>
<td></td>
</tr>
</tbody>
</table>

PROMINENT FLUID CONTROLS INC.
(PRE-ENGINEERED SYSTEM)

PIPING SCHEMATIC

- 1/2" PVC/VITON WYE-STRAINER
- 1/2" PVC/BALL VALVE INLET AND OUTLET
- TYPE 2 MDI PVC/VITON FLOW MONITOR
- 1/2" PVC REINFORCED PVC TUBING PUMP INLET AND OUTLET
- 1/2" PVC/VITON NPT BALL VALVE PRODUCT INLET/OUTLET
- GAMMALL SERIES METERING PUMP
- GALA0202 MAX. CAPACITY: 4.3 GPH @ 29 PSIG
- GALA0410 MAX. CAPACITY: 2.8 GPH @ 58 PSIG
- GALA0420 MAX. CAPACITY: 4.12 GPH @ 58 PSIG
- GALA0708 MAX. CAPACITY: 1.74 GPH @ 101 PSIG
- GALA0713 MAX. CAPACITY: 2.77 GPH @ 101 PSIG
- GALA1005 MAX. CAPACITY: 0.95 GPH @ 145 PSIG
- GALA1008 MAX. CAPACITY: 1.66 GPH @ 145 PSIG
- GALA1605 MAX. CAPACITY: 0.87 GPH @ 232 PSIG

- 1/2" PVC BACK PRESSURE VALVE (ADJUSTABLE 0-150 PSIG)
- 1/2" PVC PRESSURE RELIEF VALVE (ADJUSTABLE 0-150 PSIG)
- 1/2" PVC/VITON NPT BALL VALVE FLUSH PORT
- 1/2" PVC/VITON NPT BALL VALVE PRODUCT INLET
- 1/2" PVC VENT TO TANK
- 550 mL PVC CALIBRATION COLUMN
- BLACK UV PROTECTED PP STAND
- 2-1/2" 316 SST PRESSURE GAUGE WITH PVC ISOLATOR (0-160 PSIG)
- 1/2" PVC/VITON WYE-STRAINER

- 1/2" PVC/VITON NPT BALL VALVE PRODUCT OUTLET
- TYPE 2 MDI PVC/VITON FLOW MONITOR
- 1/2" PVC/VITON NPT BALL VALVE PRODUCT OUTLET
- 1/2" PVC/BALL VALVE INLET AND OUTLET
- TOTAL MAXIMUM PRESSURE 150 PSI
- TOTAL MAXIMUM OPERATING PRESSURE 20 PSI
- CHEMICAL SERVICE

- PITTSBURGH, PA USA
- GUELPH, ONTARIO, CANADA
- WWW.PROMINENT.US

- P/N 7749015-200
- PROJECT NO.

- CUSTOMER: PROMINENT FLUID CONTROLS INC.
- PURCHASE ORDER NO.
- JOB NO.
- DATE SCALE

- 1/1
- PAGE