1. All piping and fittings shall be 1/2" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.

2. All dimensions are in inches and are shown for reference only.

NOTES:

<table>
<thead>
<tr>
<th>DWG No</th>
<th>7749016-200</th>
</tr>
</thead>
</table>

This drawing is the property of Prominent Fluid Controls Inc. and shall not be copied or transferred without the written consent of Prominent Fluid Controls Inc.

<table>
<thead>
<tr>
<th>DESCRIPTION</th>
<th>REVISIONS</th>
</tr>
</thead>
</table>

<table>
<thead>
<tr>
<th>PIPE SCHEDULE</th>
<th>MAXIMUM TESTING PRESSURE</th>
<th>MAXIMUM OPERATING PRESSURE</th>
<th>CHEMICAL SERVICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot; PVC</td>
<td>29-232 PSI</td>
<td>101 PSI</td>
<td>Chemical Service</td>
</tr>
</tbody>
</table>

**PLAN VIEW**

**ISOMETRIC VIEW**

**SIDE VIEW**

**FRONT VIEW**

**SIDE VIEW**

**ISOMETRIC VIEW**

**FRONT VIEW**

**PLAN VIEW**

**NOTES:**

1. All piping and fittings shall be 1/2" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.

2. All dimensions are in inches and are shown for reference only.

**NOTES:**

1. All piping and fittings shall be 1/2" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.

2. All dimensions are in inches and are shown for reference only.