1. All piping and fittings shall be 1/2" SCH. 80 CPVC socket weld with EPDM seals unless otherwise required by components.

2. All valves to be vented.

3. All dimensions are in inches and are shown for reference only.

NOTES:

GAMMA L SERIES METERING PUMP

GALA0220 MAX. CAPACITY: 4.3 GPH @ 29 PSIG
GALA0413 MAX. CAPACITY: 2.8 GPH @ 58 PSIG
GALA0420 MAX. CAPACITY: 4.12 GPH @ 58 PSIG
GALA0708 MAX. CAPACITY: 1.74 GPH @ 101 PSIG
GALA0713 MAX. CAPACITY: 2.77 GPH @ 101 PSIG
GALA1005 MAX. CAPACITY: 0.95 GPH @ 145 PSIG
GALA1008 MAX. CAPACITY: 1.66 GPH @ 145 PSIG
GALA1605 MAX. CAPACITY: 0.87 GPH @ 232 PSIG

1/2" CPVC/VITON WYE-STRAINER

1/2" O.D. PVC TUBING VENT TO TANK

1/2" CPVC/VITON NPT VENTED BALL VALVE FLUSH PORT

1/2" PVC PRESSURE RELIEF VALVE (ADJUSTABLE 0-150-PSIG)

1/2" CPVC/VITON NPT VENTED BALL VALVE PRODUCT OUTLET

1/2" O.D. REINFORCED PVC TUBING INLET AND OUTLET

1/2" CPVC/VITON NPT VENTED BALL VALVE PRODUCT INLET

1/2" CPVC/VITON NPT VENTED BALL VALVE PRODUCT OUTLET

1/2" FNPT CPVC CAP

PRODUCT OUTLET

PRODUCT INLET

1/2" CPVC/VITON BALL VALVE (ADJUSTABLE 0-150-PSIG)

500 mL CPVC/GLASS CALIBRATION COLUMN

GALAXII SERIES METERING PUMP

GALA0815 MAX. CAPACITY: 11.5 GPH @ 29 PSIG
GALA0820 MAX. CAPACITY: 13.5 GPH @ 29 PSIG
GALA0828 MAX. CAPACITY: 17.02 GPH @ 29 PSIG
GALA1005 MAX. CAPACITY: 0.95 GPH @ 145 PSIG
GALA1008 MAX. CAPACITY: 1.66 GPH @ 145 PSIG
GALA1605 MAX. CAPACITY: 0.87 GPH @ 232 PSIG

2-1/2" 316 SST PRESSURE GAUGE WITH CPVC ISOLATOR (0-160 PSIG)

1/2" CPVC/VITON NPT VENTED BALL VALVE (ADJUSTABLE 0-150-PSIG)

1/2" CPVC/VITON NPT VENTED BALL VALVE FILL PORT

1/2" PWG/VITON FLOW MONITOR

1/2" CPVC/VITON NPT VENTED BALL VALVE INLET PORT

1/2" PVC BACK PRESSURE VALVE (ADJUSTABLE 0-150-PSIG)

1/2" O.D. PVC TUBING INLET TO TANK

1/2" PVC PIPE FITTINGS