NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 3/4" SCH. 80 PVC SOCKET WELD WITH EPDM SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.

**ISOMETRIC VIEW**

- **Sigma Series Metering Pump**
  - S2AH/8M7326 MAX. CAPACITY: 88.7 GPH @ 100 PSIG
  - S2CAH/8M7326 MAX. CAPACITY: 88.7 GPH @ 100 PSIG

- **3/4" PVC/EPDM Wye-Strainer**

- **1300 mL PVC Pulsation Dampener**

- **4500 mL PVC Calibration Column**

**PIPING SCHEMATIC**

- **3/4" PVC Back Pressure Valve (Adjustable 0-150 PSIG)**

- **2-1/2" 316 SST Pressure Gauge with CPVC/PTFE Isolator (0-160 PSIG)**

- **1/2" PVC/EPDM NPT Relief Valve (Adjustable 0-150 PSIG)**

- **3/4" PVC/EPDM NPT Ball Valve (Product Outlet)**

- **3/4" PVC Ball Valve (Flush Port)**

- **1/2" PVC Ball Valve (Product Inlet)**

- **3/4" PVC Back Pressure Valve (Adjustable 0-150 PSIG)**

- **3/4" PVC Pressure Relief Valve (Adjustable 0-150 PSIG)**

**NOTES:**

1. ALL PIPING AND FITTINGS SHALL BE 3/4" SCH. 80 PVC SOCKET WELD WITH EPDM SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE ONLY.