NOTES:
1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.
2. ALL DIMENSIONS ARE IN INCHES.

GAMMA L SERIES METERING PUMP
FLOW RATE RANGE: 19 - 8.4 GPH
PRESSURE RANGE: 29 - 253 PSIG
PUMP SPECIFICATIONS TO BE DETERMINED PER CUSTOMER REQUIREMENTS ORDERED SEPARATELY

1/2" NPT PRODUCT INLET

500 mL PVC CALIBRATION COLUMN

1/2" O.D. X 1/4" I.D. REINFORCED PVC TUBING PUMP INLET AND OUTLET

1/2" PVC/VITON NPT BALL VALVE 4 TYP.

1/2" O.D. TUBING VENT TO TANK

1/2" NPT PRODUCT OUTLET

PROVISIONS FOR PULSATION DAMPENER ORDERED SEPARATELY

PROVISIONS FOR OPTIONAL MULTI FUNCTION VALVE ORDERED SEPARATELY

S1 WALL MOUNT BASIC PVC/VITON GENERAL ARRANGEMENT
1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH EPDM SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.

NOTES:

- 1/2" NPT PRODUCT INLET
- 1/2" NPT PRODUCT OUTLET
- 1/2" O.D. TUBING VENT TO TANK
- 500 mL PVC CALIBRATION COLUMN
- 1/2" O.D. X 1/4" I.D. REINFORCED PVC TUBING PUMP INLET AND OUTLET

PUMP SPECIFICATIONS TO BE DETERMINED PER CUSTOMER REQUIREMENTS ORDERED SEPERATELY

PROVISIONS FOR PULSATION DAMPENER ORDERED SEPERATELY

GAMMA L SERIES METERING PUMP
FLOW RATE RANGE: .19 - 8.4 GPH
PRESSURE RANGE: 29 - 253 PSIG
PUMP SPECIFICATIONS TO BE DETERMINED PER CUSTOMER REQUIREMENTS ORDERED SEPERATELY

PROVISIONS FOR OPTIONAL MULTI FUNCTION ORDERED SEPERATELY

1/2" PVC/EPDM NPT BALL VALVE 4 TYP.
1. All piping and fittings shall be 1/2" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.

2. All dimensions shown for reference only and are in inches.

Notes:

- All piping and fittings shall be 1/2" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.
- All dimensions shown for reference only and are in inches.
NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH EPDM SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.
NOTES:

1. All piping and fittings shall be 1/2" SCH. 80 PVC socket weld with Viton seals unless otherwise required by components.

2. All dimensions are in inches.
NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH EPDM SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.
NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.
NOTES:
1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH EPDM SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.
NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.
NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 80 PVC SOCKET WELD WITH VITON SEALS UNLESS OTHERWISE REQUIRED BY COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES.