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1/2" 316SST/PTFE NPT
BALL VALVE
PRODUCT OUTLET
2TYP.

600mL SST/PTFE
PULSATION DAMPENER
2TYP.

1/2" 316SST NPT
UNION
PRV RETURN LINE

1/2" PTFE TUBING

REINFORCED WITH 316SST BRAID
SAINT-GOBAIN P\N 8TWOB0306S6-10.5
4 TYP.

2000 mL 316/GLASS /

CALIBRATION COLUMN

SIGMA 2 SERIES METERING PUMP/

S2CAHM12090SST2180UDC110C
MAX. CAPACITY: 28.5 GPH @ 174 PSIG
2TYP.

CUSTOM STAND ENCLOSURE

0.5" THICK BLACK UV PROTECTED PP
WITH CLEAR LEXAN DOORS & SIDES
(SEE DWG: 2007601065-400)

ISOMETRIC VIEW

SIDE VIEW

1/2" 316SST NPT

CALIBRATION COLUMN VENT

/

I/

4-1/2" SST
PRESSURE GAUGE
WITH SST ISOLATOR
(0-100 PSIG)

2-PUMP
TERMINAL BOX

1/2" 316 SST PRESSURE
RELIEF VALVE
(ADJUSTABLE 0-150-PSIG)

SINGLE RECEPTACLE

3/4" 316/PTFE NPT
BALL VALVE
PRODUCT INLET

3/4" FNPT SST/VITON
BASKET STRAINER
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|
PIPING SCHEMATIC

NOTES:

1. ALL PIPING AND FITTINGS SHALL BE 1/2" SCH. 40 316 SS THREADED
PIPING WITH PTFE SEALS UNLESS OTHERWISE REQUIRED BY
COMPONENTS.

2. ALL DIMENSIONS ARE IN INCHES AND ARE SHOWN FOR REFERENCE
ONLY.

3. (2) 1/2" SST BACK PRESSURE VALVES, P\N 1008796, ARE TO BE
SHIPPED LOOSE FOR FIELD INSTALLATION BY OTHERS AT THE
INJECTION POINT.

4. (1) CONTROL PANEL PER DWG. 2007601065-300-303 TO BE SHIPPED
LOOSE WITH THE SKID.
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