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Application

The CONCEPT?® stainless steel enclosure, with
its streamlined design and UL Type 4X rating,

is a perfect fit for mounting electrical or
high-tech electronic equipment in a variety of
indoor and outdoor settings. It is typically used
in the following areas where corrosion-resistant
protection is needed: food processing plants,
pharmaceutical manufacturing facilities,
petrochemical plants, pulp and paper processing,
and waste water treatment facilities.

Patents:
Combined Handle and Lock Unit
360,345 (US.)
DEM 9405854.7 (Germany)
Enclosure Latch 5,509,703 (U.S.)
Hinge System 5,666,695 (U..S.)

Other patents pending.
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Construction

Manufactured from 16 or 14 gaugd Type 304
or Type 316L stainless steel
* Seams continuously welded an

ground smooth
* Minimum width body flange provides
maximum door opening
Body flange trough excludes liquids
and contaminants
Panel mounting studs fit optional CONCEPT
panels and other accessories
Mounting holes in back of body for direct
mounting or for optional external
mounting feet
Type 304 stainless steel hidden hinges
promote clean aesthetic appearance

Standard full access 170° opening

Doors are interchangeable and easily
removable by pulling captive hinge pins

For extra rigidity, door bars and center
stiffener furnished on doors 36.00 x 36.00
and larger

Provision on door (except window door
style) for thermoplastic data pocket
Provision on door (except window door
style) for optional doorstop kit
Quarterturn latches (or a 3-point latch
system on larger enclosures) furnished with
flush slotted insert. Optional handles or
inserts are available.

* Window door enclosures have a clear
polycarbonate window mounted flush with
door surface

Hinge mounting brackets for wire
management or optional accessories
Seamless foam-in-place one piece gasket
provides oil-tight and dust-tight seal

against contaminants

Self-grounding latch system with double seal
provides maximum protection against leakage

Integral body grounding stud

Furnished hardware kit consists of panel
mounting nuts, grounding hardware, and
sealing washers for wall mounting holes
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« Installation instructions for enclosure and
accessories are provided

Finish

Enclosures are unpainted. Cover and body have
smooth brushed finish.

» Optional CONCEPT panels are white painted
or zinc plated.

» Optional NEMA panels are white painted,
zinc plated, aluminum or stainless steel.

Industry Standards

NOTE: Mounting feet required to maintain UL/CSA ratings.
Some models also require internal panel; see order table.

UL508, File No. E61997: Type 4, Type 4X and
Type 12

NEMA/EEMAC Type 4, Type 4X,Type 12, and
Type 13

CSA File No. LR42186: Type 4, Type 4X and
Type 12

VDE IP66

IEC 60529, IP66

Accessories
See General Accessories: CONCEPT® Enclosure Accessories,
pages 11.66-11.71

Corrosion Inhibitors

Data pocket (except window door style)
Door Stop Kit (except window door style)
Lighting Kits

Panels (See table)

Panels, NEMA

Terminal Kit Assembly

Wiring Duct

Modification Services Program

You can customize this product to your

unique requirements by specifying from these

options:

* Enclosure height, width, depth

* Holes and cutouts in body, doors, subpanels

* Tapped holes, fasteners, mounting channel in
enclosure and subpanel

* Mounting (adds and deletes)

* Doors

* Subpanels

* Thermal management (louvers, fans, filters)

* Windows

* Standard accessories

* Drip shield

For details, see Modification Services at
hoffmanonline.com.

To order, contact your local Hoffman
sales representative.

©2000 Hoffman Enclosures Inc.
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Rev A December 2001

The CONCEPT?® Enclosure Group Accessory Selection Guide See General Accessories: CONCEPT® Enclosure Accessories, pages |1.66-11.71
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CONCEPT?® Stainless Steel
Wall-Mount Enclosures

Rev B February 2001

Standard Sizes CONCEPT Stainless Steel Single-Door Wall-Mount Enclosures

Type 304 Type 316L
Catalog Catalog Door Body Enclosure Size * CONCEPT Panel Panel Size Mounting Latches
Number Number Gauge Gauge AxBxC Catalog Number DXxE GxH qty style J
C-SD12126SS C-SD12126SS6 16 16 12.00 x 12.00 x 6.00 C-P1212 10.20 x 10.20 10.50 x 10.50 1 Quarterturn 6.00
(305 x 305 x 152) (259 x 259) (267 x 267) (152)
C-SD16126SS C-SD16126SS6 16 16 16.00 x 12.00 x 6.00 C-P1612 14.20 x 10.20 14.50 x 10.50 1 Quarterturn 8.00
(406 x 305 x 152) (361 x 259) (368 x 267) (203)
C-SD16166SS C-SD16166SS6 16 16 16.00 x 16.00 x 6.00 C-P1616 14.20 x 14.20 14.50 x 14.50 1 Quarterturn 8.00
(406 x 406 X 152) (361 x 361) (368 x 368) (203)
C-SD20166SS C-SD20166SS6 16 16 20.00 x 16.00 x 6.00 C-P2016 18.20 x 14.50 18.50 x 14.50 1 Quarterturn 10.00
(508 x 406 x 152) (462 x 361) (470 x 368) (254)
C-SD20206SS C-SD20206SS6 16 16 20.00 x 20.00 x 6.00 C-P2020 18.20 x 18.20 18.50 x 18.50 1 Quarterturn 10.00
‘508 X 508 x 152' (462 x 462) (470 x 479 g2_54)
C-SD16128SS C-SD16128SS6 16 16 16.00 x 12.00 x 8.00 C-P1612 14.20 x 10.20 14.50 x 10.50 1 Quarterturn 8.00
(406 x 305 x 203) (361 x 259) (368 x 267) (203)
C-SD16168SS C-SD16168SS6 16 16 16.00 x 16.00 x 8.00 C-P1616 14.20 x 14.20 14.50 x 14.50 1 Quarterturn 8.00
(406 x 406 x 203) (361 x 361) (368 x 368) (203)
C-SD16208SS C-SD16208SS6 16 16 16.00 x 20.00 x 8.00 C-P2016 18.20 x 14.20 14.50 x 18.50 1 Quarterturn 8.00
(406 x 508 x 203) (462 x 361) (368 x 470) (203)
C-SD20168SS C-SD20168SS6 16 16 20.00 x 16.00 x 8.00 C-P2016 18.20 x 14.20 18.50 x 14.50 1 Quarterturn 10.00
(508 x 406 x 203) (462 x 361) (470 x 368) (254)
C-SD20208SS C-SD20208SS6 16 16 20.00 x 20.00 x 8.00 C-P2020 18.20 x 18.20 18.50 x 18.50 1 Quarterturn 10.00
(508 x 508 x 203) (462 x 462) (470 x 470) (254)
C-SD24168SS C-SD24168SS6 16 16 24.00 x 16.00 x 8.00 C-P2416 22.20x 14.20 22.50 x 14.50 1 Quarterturn 12.00
(610 x 406 x 203) (564 x 361) (572 x 368) (305)
C-SD24208SS C-SD24208SS6 16 16 24.00 x 20.00 x 8.00 C-P2420 22.20x18.20 22.50 x 18.50 1 Quarterturn 12.00
(610 x 508 x 203) (564 x 462) (572 x 470) (305)
1 C-SD24248SS 1 C-SD24248SS6 14 16 24.00 x 24.00 x 8.00 C-P2424 22.20 x 22.20 22.50 x 22.50 2 Quarterturn 5.00
(610 x 610 x 203) (564 x 564) (572 x 572) (127)
1 C-SD30248SS 1 C-SD30248SS6 14 16 30.00 x 24.00 x 8.00 C-P3024 28.20 x 22.20 28.50 x 22.50 2 Quarterturn 5.00
(762 x 610 x 8.00) (716 x 564) (724 x 572) (127)
1 C-SD30308SS 1 C-SD30308SS6 14 14 30.00 x 30.00 x 8.00 C-P3030 28.20 x 28.20 28.50 x 28.50 2 Quarterturn 5.00
(762 x 762 x 203) (716 X 716) (724 x 724) (127)
1 C-SD36248SS 1 C-SD36248SS6 14 16 36.00 x 24.00 x 8.00 C-P3624 34.20 x 22.20 34.50 x 22.50 2 Quarterturn 5.00
(914 x 610 x 203) (869 x 564) (876 x 572) (127)
1 C-SD36308SS 1 C-SD36308SS6 14 14 36.00 x 30.00 x 8.00 C-P3630 34.20 x 28.20 34.50 x 28.50 2 Quarterturn 5.00
(914 x 762 x 203) (869 x 716) (876 x 724) (127
C-SD202012SS C-SD202012SS6 14 14 20.00 x 20.00 x 12.00  C-P2020 18.20 x 18.20 18.50 x 18.50 1 Quarterturn 10.00
(508 x 508 x 305) (462 x 462) (470 x 470) (254)
1 C-SD242412SS 1 C-SD2424128S6 14 14 24.00x 24.00x 12.00 C-P2424 22.20 x 22.20 22.50 x 22.50 2 Quarterturn 5.00
(610 x 610 x 305) (564 x 564) (572 x 572) (127)
1 C-SD302412SS 1 C-SD3024128S6 14 14 30.00x 24.00x 12.00  C-P3024 28.20 x 22.20 28.50 x 22.50 2 Quarterturn 5.00
(762 x 610 x 305) (716 x 564) (724 x 572) (127)
1 C-SD362412SS 1 C-SD3624128S6 14 14 36.00 x 24.00 x 12.00  C-P3624 34.20 x 22.20 34.50 x 22.50 2 Quarterturn 5.00
(914 x 610 x 305) (869 x 564) (876 x 572) (127)
1 C-SD363012SS 1 C-SD363012SS6 14 14 36.00 x 30.00 x 12.00  C-P3630 34.20 x 28.20 34.50 x 28.50 2 Quarterturn 5.00
(914 x 762 x 305) (869 x 716) (876 x 724) (127)
1 C-SD363612SS 1 C-SD363612SS6 14 14 36.00 x 36.00 x 12.00  C-P3636 34.20 x 34.20 34.50 x 34.50 2 Quarterturn 5.00
(914 x 914 x 305) (869 x 869) (876 x 876) (127)
1 C-SD423612SS 1 C-SD423612SS6 14 14 42.00 x 36.00 x 12.00  C-P4236 40.20 x 34.20 40.50 x 34.50 1 3-point 21.00
(1067 x 914 x 305) (1021 x 869) (1029 x 876) (533)
1 C-SD483612SS 1 C-SD483612SS6 14 14 48.00 x 36.00 x 12.00  C-P4836 46.20 x 34.20 46.50 x 34.50 1 3-point 24.00
(1219 x 914 x 305) (1173 x 869) (1181 x 876) (610)
1 C-SD603612SS 1 C-SD603612SS6 14 14 60.00 x 36.00 x 12.00  C-P6036 58.20 x 34.20 58.50 x 34.50 1 3-point 30.00
(1524 x 914 x 305) (869 x 462) (1486 x 876) (762)

Millimeter dimensions () are for reference only; do not convert metric dimensions to inch.

* Panels must be ordered separately. Optional zinc-plated CONCEPT panels available for most sizes. Optional NEMA size steel and stainless steel panels require conversion kit catalog number

C-CPM4 (see section 11, General Accessories).

1 Internal panel required to maintain UL/CSA ratings.
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For Section Y-Y see following page.

Data subject to change without notice = 763422211  FAX 763 422 2600 ©2000 Hoffman Enclosures Inc. 6.15




- QOU
Miniature Circuit Breakers and Switches

Cover Plates

Cover plates are available to fit one two-pole, one three-pole,
two two-pole, or three two-pole circuit breakers. The cover
plates fasten to the escutcheon and provide one inch per pole
finish trim to cover the circuit breaker, See the table on page 22
for catalog numbers.

Rainproof Covers

Rainproof covers are available for vertical mounted two- and
three-pole circuit breakers and horizontal mounted two-pole
circuit breakers. See the table on page 22 for catalog numbers.

UL Listed Terminations

Reversible Lugs

For added wiring convenience, 10 - 70 ampere one- and two-
pole, and 10 - 60 ampere three-pole QOU circuit breakers have
reversible lugs. Removing the wire binding screw allows the
captive lug body to be rotated and the wire binding screw rein-
stalled. This permits the circuit breaker to be flush mounted and
then conveniently wired from the back.

Optional Terminations

In addition to the reversible lugs previously described, 10 - 70
ampere one- and iwo-pole, and 10 - 60 ampere three-pole
QOU circuit breakers have optional field installable quick con-
nectors.

Quick Connectors

Quick connectors provide a convenient way to attach two wires
using two standard, 250 insulated quick connectors per termi-
nal (30 ampere maximum per connector). Quick connectors are
not furnished with the circuit breakers, but are commercially
available. Connectors suitable for wire sizes up to AWG #10
can be selected for use with these circuit breakers.

Quick Connectors Quick Connectors
QOUFR QOUEC

Figure 17

Optional Terminations

Type Wiring Method Quantity | Catalog Number
Quick Connectors Forward or Reverse 1 QOUFR
Quick Connactors End Connection 1 QOUEGC

NOQTE: Available only on 10-70 ampere cne-and twe-pole, and 10-60 ampere
three-pola circuit breakers. Not available on circuit breakers shown with a +

Standard Field Reversed below.
Lug Position Lug Position
Figure 16
UL Listed Interrupting Rating - 10,000 RMS Symmetrical Amperes
One-Pole Two-Pole Three-Pole
Ampere 120/240Vac 120/240Vac 240Vac 240Vac Eerrnvi\r‘lal
’ ug Wire
Rating Catalcg Number Catalog Number Catalog Number Catalog Number Size (AWG)
10 aTalNkE ] QU210 QOU310
15 QouU115 J QQu215 QOU215H QuUO315
20 QOU120 Qoliz20 QOUZ20H QolFa20
25 Qo125 QouU225 QOU225H QOU325
30 QO30 QouU230 QOU230H “QOU330 1-#14-2
35 QOU135 QU235 e QOU335 CuorAl
40 Qou14e Qou240 QOU340
45 Qou145 QOuU245 QOU345
50 QOIS0 Qou2s50 QOU350
60 QOU80 Qouzse0 QOU360
70 Qo170 QOu270 QOU370t
80 QouU180tT Qou2sot QOU380t 1-#4-2/0
90 QOUs0T QOU2901 QOU390t CuorAl
100 Qocut100t QOU2100t QOuU3100t
125 Qouz2125t
Switch - 60 Ampere Maximum - 240Vac QOu200 QOU300 1-#14-2
Switch - 100 Ampere Maximum - 240Vac QQU20001 QOU3000t
Switch - 125 Ampere Maximum - 240Vac QouUz0001t QQuU30001t 1-#4-2/0

T Available as high ampere Series 2 with forward lugs only. {No optional terminations; DIN mounting available 1/95.)

24
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Gn GENERAL Purpose | Miniature Square Base w/Blade Terminals

238

MINIATURE SQUARE BASE RELAYS W/BLADE TERMINALS

e DPDT and 4PDT for control circuit application flexibility.

e 5A, DPDT and 5A, 4PDT.
e AC and DC coils.

e Blade terminals are interchangeable with other commonly

available relays.

 Tape wound coils are marked with the coil voltage for easy identification.
e AgNi contacts, environmentally friendly - cadmium free.

® Small size requiring minimum panel space for lower installed cost.

® Optional indicating lights are color coded, red for AC and green for DC.

e cURus and CE for acceptance in global applications.

e Optional mechanical actuator and indicating light for checking the
control circuit operation without energizing the relay and to easily

determine the relay status.

e Terminal markings on the relay for easy reference during installation.

requirements.

contact condition.

® Low coil consumption to minimize transformer and power supply
e Transparent housing to visually monitor switching operations and

® 100% tested to ensure performance to specification.

Simply pick the code number from each of the sections below and combine
them to build your part number. See page 4 for more detailed directions.

COMPATIBLE SOCKETS

Miniature Square Base Relay w/Blade Terminals -,
- xample: To build one of our mos opular kelays,
] T IV the part number would be GPRM-B + Il + Il + IV - 24
or GPRM-B2C05D =y
RELA - lll. COIL VOLTAGES
CONE___nEsceiomion_____ LIST CODE  DESCRIPTION CODE  DESCRIPTION LIST
GPRM-B General Purpose Relay w/Blade| $3.30 | LG 24V AC 3 Light & Mechanical Actuator $1.00
D 120V A I Relays available in convenient multi-packs,
Il. POLES & CURRENT RATING E 220-240V AC consult factory for details.
CODE  DESCRIPTION £ 24v e
NPT SA ZJ 48V DC
4C05  4PDT, 5A 20 1oV e
SPECIFICATIONS:
CONTACT RATING PERFORMANCE (AT INITIAL VALUE)
CONTACT  RESISTIVE LOAD INDUCTIVE LOAD OPERATE TIME: 25 msec Max.
CONFIG. PE=1.0 P = 0.4 (L/R = Tmsec.) RELEASE TIME: 25 msec Max.
Contact Capacity DPDT 120V AC: 5A 120V AC: 2A DIELECTRIC STRENGTH:
DPDT 240V AC: 5A 240V AC: — Between Coil & Contact: 1,500V AC
DPDT 28V DC: 5A 28V DC: 2A Between Poles: 1,000V AC
Contact Capacity 4PDT 120V AC: 5A 120V AC: 3A MAX. ON/OFF SWITCHING RATE:
4PDT 240V AC: 5A 240V AC: — Mechanically: 240 operations/minute
4PDT 28V DC: 5A 28V DC: 3A Electrically: 30 operations/minute
2 POLE 4 POLE OPERATING AMBIENT TEMPERATURE:
Rated Carrying Current 5 5A o et s et g
Max. Allowable Voltage DC 110V, AC 240V DC 110V, AC 240V VIBRATION: 10 to 55 Hz Dual Amplitude 1.0mm
Min. Load 10mA, 10V DC 10mA, 10V DC SHOCK: 100 G Min.
Contact Material AgNi AgNi MECHANICAL LIFE: 10,000,000 operations
MINIMUM ELECTRICAL LIFE: 100,000 operations at

maximum rated resistive current at 120V AC

COIL SPECIFICATIONS AT 20° C (68° F)

DISCOUNT
SCHEDULE

RELAY TYPE COMPATIBLE SOCKETS TYPE POWER PICK-UP DROP-0UT MAKX. ALLOWABLE
__GRRN.B2CNS ] GPRA-SB14U1 with Open Style Terminals | | . 1“;"*"":"2"\’;A "gggfi "ngT‘;/ﬁE :";Ef/i
33 0l Oto1. (] (] (]
[ Soescee - ' (60 Ha) Max. Min.
See page 244 for socket information OC Col 09w 50% T0% TT0%
Max. Min.

www.c3controls.com | BUY SMART | BUY C3CONTROLS | 1-800-560-8560 | Fax 724-775-5283
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series

Gn GENERAL PURPOSE | SOCKETS

Lol 8

MINIATURE 8 BLADE GUARDED, 15A 11 BLADE GUARDED, 20/25A

MINIATURE 14 BLADE UNGUARDED, 7A

CODE DESCRIPTION LIST CODE DESCRIPTION LIST CODE DESCRIPTION LIST

GPRA-SBOBG1 Mini 8 Blade Guarded ~ $3.20 GPRA-SB11G1 11 Blade Guarded $4.50 GPRA-5B14U1 Mini 14 Blade Unguarded $4.30
SPECIFICATIONS: SPECIFICATIONS: SPECIFICATIONS:

TYPE: Surface or DIN Rail Mount TYPE: Surface or DIN Rail Mount TYPE: Surface or DIN Rail Mount

CURRENT CARRYING MEMBERS: CURRENT CARRYING MEMBERS: CURRENT CARRYING MEMBERS:

Phosphor Bronze Nickel Plated Steel Phosphor Bronze Nickel Plated Steel Phosphor Bronze Nickel Plated Steel
TERMINALS: IP20, Screw w/captive wire clamps TERMINALS: IP20, Screw w/captive wire clamps TERMINALS: Open style, Screw w/captive
ELECTRICAL RATING: 15A, 300V AC ELECTRICAL RATING: DPDT: 25A, 600V AC and wire clamps

FOR USE WITH: 3PDT: 20A, 600V AC ELECTRICAL RATING: 7A, 300V AC
GENERAL PURPOSE RELAY: GPRM-B1C15%* FOR USE WITH: FOR USE WITH:

and GPRM-B2C10%* GENERAL PURPOSE RELAY: GPRS-B2C13**, GENERAL PURPQOSE RELAY: GPRM-B2C05**,

RETAINER CLIP: GPRA-RC2 GPRS-B2C25**, GPRS-B3C13** and GPRM-BACO5** and HGPRM-BAC05*
GPRS-B3C20™ RETAINER CLIP: GPRA-RC4
RETAINER CLIP: GPRA-RC1

o

P

DISCOUNT c
SCHEDULE

ol

MINIATURE 14 BLADE UNGUARDED, 15A

A

MINIATURE 8 BLADE UNGUARDED, 15A 11 BLADE UNGUARDED, 20/25A

CODE DESCRIPTION LIST CODE DESCRIPTION LIST CODE DESCRIPTION LIST
GPRA-SBOBU1 Mini 8 Blade Unguarded $3.20 GPRA-SB11U1 11 Blade Unguarded $4.50 GPRA-SB14U2 Mini 14 Blade Unguarded $4.30
SPECIFICATIONS: SPECIFICATIONS: SPECIFICATIONS:
TYPE: Surface or DIN Rail Mount TYPE: Surface or DIN Rail Mount TYPE: Surface or DIN Rail Mount
CURRENT CARRYING MEMBERS: CURRENT CARRYING MEMBERS: CURRENT CARRYING MEMBERS:
Phosphor Bronze Nickel Plated Steel Phosphor Bronze Nickel Plated Steel Phosphor Bronze Nickel Plated Steel
TERMINALS: Open style, Screw w/captive TERMINALS: Open style, Screw w/captive TERMINALS: Open style, Screw w/captive
wire clamps wire clamps wire clamps
ELECTRICAL RATING: 15A, 300V AC ELECTRICAL RATING: DPDT: 25A, 600V AC and ELECTRICAL RATING: 15A, 300V AC
FOR USE WITH: 3POT: 20A, BOOV AC FOR USE WITH:
GENERAL PURPOSE RELAY: GPRM-B1C15** FOR USE WITH: GENERAL PURPOSE RELAY: GPRM-B4C10%*
and GPRM-B2C10** GENERAL PURPOSE RELAY: GPRS-B2C13**, RETAINER CLIP: GPRA-RC4
RETAINER CLIP: GPRA-RC2 GPRS-B2C25**, GPRS-B3C13** and
GPRS-B3C20%*
RETAINER CLIP: GPRA-RC1

yYP8  www.c3controls.com | BUY SMART| BUY C3CONTROLS | 1-800-560-8560 | Fax 724-775-5283
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SELECTOR SWITCHES

Non-I

lluminated

w22

i
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)

Simply pick the code number from each of the sections balow and combine
them to bwild your part numbar. See page 4 for mare detailed directions.

selector Switches (Non-llluminated)

Example: To bidld one of our mast
popular Selector Switches, the
part number would he
Wa22 1+ + W+ W+ W
or WE252R-HW-01

W GONTALT SLOGK CONFIGURATRON
fLEFT SIDE}

CONE  BESCRIPTION

A HANDHE INSERT COLER

COBE  DESCRIFTION

m

£l

La

|
| L

-
[}

Each operating handle = black with a
ooy ||'H.'\-|.||'II'I|.!.I q.-.l|-.lr i|'|'=-.'r|.

Vi CONTACT BLOCK CONFIGURATION
(RAEHT SIDE}

[USE CHART W FROW ABSATED

SOME OF OUR PorPuULAR C
ZEOSITRON NOMNJLLUMNATED SELECTOR SWITCHES

ONFIGURATIONS:

CONRRLT | CONTACT BLDCK
EMBOL

AVAILABLE HaAND

GONTACT |  CONTACT BLOGK HANDLE POSITION | TYPEDF | MAINTAINED SPRING RETURN- SPRING RETURN-
SYMBOL | MDUNTING PS. | B=BPEN R=CLOSED | BPERATOR | PSITIOIN __RIGHT B LEFT | LEFT T8 RIGHT
| e o o cpmrator | LEFT | ROGHT CATALSE CATALDE & CRTALBE

TN A X andre | WaERE-HW-10 W2ESRL-HIN-10 W2EELR-HN-10
-

0 0

1 N A X | weEsEw-m W2 ESAL-HIN-1 WEESLR-HW-01
QLD

FLOITION MONSLLUMMNWATED SELECTOR SWITCHES
HENILE PISITION | TYPE OF | MASINTAINED

iH I:tl LR | HiHr

Ed

LE INSERT

SLaTTl

LoLo

ibhih

F.IIIJH'I"IHEM I:I—IIP'EH H—EIJ!IE[[I OPEAATOR| POSITION

SPRING RETURN- SPRINEG EETURN- SPRINE RETURN-
| LEFT TD CERTER | RIGHT T8 CINTER [ ALL EXTHER TO CENTER
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Unibody ¢ PiLor

22MM IEC UNIBODY PiLOT LIGHTS

Cur 22 [EC Unibody Pilor Lighes were designed with simplicicy in function ro save you
valuable time and money. Wiring is made sasy by utilizing rear ==1i Captive MHuInting
sorews with side wire enory that accommadates 0.5 - $mm® (£#22 o 212 AW wires
{ome or two wires per terminal). In addition, chis full volmge light unit is available
in &, 12, 24 and 120 vales using either Incandescent ar our new and improved LED
lamps with beakage provecrion. We affer six different lens calar aptions o add w
your Hexibilicy. All e dconirols 22mm [EC operators are UL Listed and are raned
Type 44X as standard for watertighe ard comrosion resistance. [noaddition, operatars
are alsa listed for Type 1, 2, 3, 3R, 12, 13 and [P65 applications, and meet global
standards requinements

|"'r\. hill.,l fearisres e lide:

h ] 1
& Palvesrer constmacrion for su PEFIOE COFFEEREN Feslaiance, INHIECS Pe oo hosn

aned elecrrical inslarion.

& Operators convenienily mound ima round 22.5mm {775} hole ihai = directly interchangeakble
with competitors units and eliminate the labor required for mooching

i TELILE RS qininesinre oo e b AEINET D PR L ol el AR L,
o Al light mar: | ¢ base lamgs 1o provide rellable larg

* cHeontrals LED lar T des1gm life iz 100,000 hiours = that’s 11.4 vears!

dNIQUE PRODULCT FEATURES

1. Vibrrion resistant compact design.

2. Our seal is infissed with a coating o eliminate
cracking when exprsed to hardh conditions asch as
hizat, dryneess and sunlight. This seal ako acisas a
lighst reflector becaose it & wiite which increases
light ourput and improves visibiling from all angles.

¥ Our mipsed Lexan™ kenses peowide hemer visibiling and can vesist high impace for
relishle performance in st envirenments, even in hilgh emperanee ambiens.

4, Wirng & madks casy by urilizing rear access capiive moimning screws with skde wire enery,

SOME OF OUR PoOPULAR CONFIGURATIONS:

UNIBODY BILOT LIGHTS

CATALSE NUMEER DESCRIPTION

Fiill Lirdi.
IElRB0EWAE 120 Ful veitare Ligit wireen LED & Lens
MUZSLETROLA-WLR - 1200 Full Voltsge Lignk wwBed LED G Lens

WUEELH 2D1IWLR 1200 Full ‘Voltage Light wincan Lamp & Bed Lens

mErims
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Online-Catalog | Terminals | Screw system | W-series modular terminals | Modular PE conductor terminals | W- standard |

General ordering data

Material No. 1010100000
Short text for material WPE 4
Description of part PE terminals

{) EAN 4008190039820

Approvals

Approvals @@NE KC €

CSA rating data

Max. rated cross-section (CSA) AWG 10
Min. rated cross-section (CSA) AWG 26

PE rating data

2005-10-26

Width 6.1 mm
TS 35 offset 11 mm
Height of lowest version 47 mm
Length 60 mm

Torque rating with electric screwdriver type DMS 2

Rated short-time current

480 A (4 mm?)

Centre screw on PE terminals M3
Pollution severity 3

Rated impulse voltage for adjacent terminal 8 kV
PEN-Function no
Tightening torque range fixing screw 0.5...0.8 Nm
Rated cross-section 4 mm?
Rated voltage for adjacent terminal 800V

Norm IEC 60947-7-2
Rating data EN 60079-7

Marking Ex-RL 94/9 EEC Ex112GD
Marking Ex-RL 94/9 EEC N2GD
Marking EN 60079-7 Exell

EC conformity verification certificate KEMA 98ATEX1683 U

UL rating data

Max. conductor cross-section (UL) AWG 10
Min. conductor cross-section (UL) AWG 22

1. Weidmiiller 3&
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Online-Catalog | Terminals | Screw system | W-series modular terminals | Modular feed-through terminals | W-Standard | 4

mma2 |
General ordering data
‘1‘ Material No. 1020100000
F= Short text for material WDU 4
Description of part Feed-through terminal 4 mm?
i EAN 4008190150617
___';-- ; | |:, Approvals
| —
o\ M /A @roE&RMAEXC €
i Approvals
e us
CSA rating data
CSA current 35A
Max. rated cross-section (CSA) AWG 10
Min. rated cross-section (CSA) AWG 26

: :,, Voltage CSA 600 V

Conductors for clamping (2) with equal cross-section (rated connection)

Flexible, min. 0.5 mm?
Flexible with ferrule, min. (DIN 46228 pt 1) 0.5 mm?
Solid, min. 0.5 mm?
Solid, max. 2.5 mm?
Flexible, max. 1.5 mm?
Flexible with ferrule, max. (DIN 46228 pt 1) 1.5 mm?
TS 35 offset 15 mm
Width 6.1 mm
Height of lowest version 47 mm
Length 60 mm
Weight 1040 g

Rating data EN 60079-7

Marking EN 60079-7 Exell

Current EEx e 28 A

Voltage at cross-connection DU+QV/PE 420V

EC conformity verification certificate KEMA 98ATEX1683 U
Voltage EEx e 690 V

Voltage at cross-connection DU+QV/PE with AP 750 V

Voltage EEx i EN 50020 60V

Voltage at cross-connection DU+QV/DU 750 V

Marking Ex-RL 94/9 EEC ExI12GD

Marking Ex-RL 94/9 EEC N2GD

Voltage at cross-connection DU+QV skipping 110V

2005-10-26 S1- Weidmiiller 3
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Online-Catalog | Terminals | Screw system | W-series modular terminals | Modular feed-through terminals | W-Standard | 4

mma2 |
UL rating data
Current (UL) 35A
Max. conductor cross-section (UL) AWG 10
Min. conductor cross-section (UL) AWG 22
Voltage UL 600 V

additional technical data

Type of connection screwed

No. of identical terminals 1

Version Feed-through terminal
End plate required yes
Explosion-tested version "EEx e" yes

Number of terminal strips per level 2

Levels, internally cross connected no

Type of mouting clipped
Flammability class of insulation material acc. to V-0

UL 94

Installation advice TS 35

Colour of insulating material dark beige
Insulation material Wemid

Open sides right

Range of operating temperature -50 °C, + 120 °C
Connection direction sideways
Product family W-Series
Number of levels 1

2005-10-26 -2- Weidmiiller 3
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Online-Catalog | Terminals | Other conductor connectors | End bracket | for TS 35 terminal rail |

General ordering data

Material No. 1061200000

Short text for material WEW-35/2
Description of part End bracket for TS 35
EAN 4008190030230

Approvals

Approvals P

Related products

0383560000 EW 35
1805610000 MEW 35/1
1059000000 WEW 35/1
9540000000 ZEW 35
8630740000 ZEW 35/2

2005-10-26 S1- Weidmiiller 3¢
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ALARM / SOUND/ VIDEO PROTECTION

HSP121BT-1RU (Internal Mount 120 VAC Protection)

mercial and industrial applications.

€EDCO N

N

SPECIFICATIONS

B Automatic Recovery Clamping Cat. . ....covveiiiieieeiee e 330V L-N, 400V L-G
B Fast Response Time ANSI/IEEE C62.41 1991-Cat. CI/B3

B Failure Indicatior Peak Clamp Voltage.........cccovvveiiieeee e

B Power Line Tracking MaX SINGIE PUISE. ... ..uuiiiiiiiiiieiee e

B Filtering RESPONSE TIME.....coiiiiiiiiieeeeece e

B 3 Stage Hybrid Design Operational TEMPEratUre. ..........ccvvveveeiiririiee e

B Replaceable Fuse Failure INdiCation............ccoouiiiiiiiiiie e

B UL 1449 Recognized Operational VOItage..........eevveiiiiiiiiiiiiie e

(120VAC / 15A/ 1 PHASE)

The HSP121BT-1RUis an advanced 3 stage hybrid, solid state power line
protector. Features such as noise filtering, common mode and normal mode
suppression, nanosecond reaction time, power line tracking, and compression
screw terminations, make th&SP121BT-1RUan excellent choice in com-

MGDEL HgP 1218 i The HSP121BT-1RUoffers a replaceable fuse designed to remove the load
) ; (protected equipment) from the line if the unit is either overloaded or the
internal protection fails. This feature prevents surges from entering equip-
ment through a failed protector, not noticed by the user. Unlike models with
only an indicator, which may take weeks to notice, HE8#121BT-1RUde-

mands immediate attention upon the unlikely occurrence of internal failure.

120VAC, 60Hz
15 AMPS Service

Operational CUITeNnt.........coooiiiiiiiiieeeeeeees

DIMENSIONS.....ouuiiiiiee e

INSTALLATION

1. MountHSP121BT-1RUin aUL Approved housing.
2. Make sure wiring from power sources properly connects to line sidSpf
Wiring from protected equipment must properly connect to EQUIP sitkSBf
3. Indication of internal failure:
a. Indicator will extinguish
b. Fuse blown will disconnect load from power source.
WARNING: For continued protection against risk of fire, replace only
with same type rating of fuse.
4. Connect only to 120 VAC, 15 Amp max., single phase, three wire circuit.

DIMENSIONS

HOLES 3/16" DIA.

N

T . 20 VAC 15 AMPS MAX
1.17" = AC L 5 AC
J{— O NEUT| g\ U |Neur 2.95"
117" cro— B oP Laro
44 LIGHT OFP - REQUIRES SERVICE
| 4.86"
1 5.25"

2.87" x 5.25" x 1.75"

EDCO - ALARM / SOUND / VIDEO PROTECTION
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